
Section 801 General (Mechanical Code). 
 
 
801.10 Connection to fireplace.  Connection of appliances to 
chimney flues serving fireplaces shall be in accordance with 
Sections 801.10.1 through 801.10.3. 
 

810.10.1 Closure and access. A noncombustible seal shall 
be provided below the point of connection to prevent entry of 
room air into the flue. Means shall be provided for access to 
the flue for inspection and cleaning. 

 
801.10.2 Connection to factory-built fireplace flue. An 
appliance shall not be connected to a flue serving a factory-
built fireplace unless the appliance is specifically listed for 
such installation. The connection shall be made in 
accordance with the appliance manufacturer’s installation 
instructions.  

 
801.10.3 Connection to masonry fireplace flue. A 
connector shall extend from the appliance to the flue serving 
a masonry fireplace such that the flue gases are exhausted 
directly into the flue. The connector shall be provided with 
access or shall be removable for inspection and cleaning of 
both the connector and the flue. Listed direct connection 
devices shall be installed in accordance with their listing. 

 
801.10 Connection to fireplace.  Connection of appliances to 
chimney flues serving fireplaces is prohibited. Refer to IFGC 
Section 602 for Decorative Appliances for Installation in 
Fireplaces and IFGC Section 603 for Log Lighters. 
 
(*Note: Sections 801.10.1, 801.10.2, and 801.10.3 are deleted.) 


