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LP Smartside lap siding

Asphalt shingles

36"x82"

Aluminum soffit and fascia

0' - 4"0' - 4"

6" / 
1'-0"

18'x7' metal door

LP Smartside lap siding
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LP Smartside lap siding

Asphalt shingles

Aluminum soffit and fascia

LP Smartside lap siding

1' - 0"
1' - 0"

4' - 11 1/4"
Fireplace vent

Air cond.

Asphalt shingles
Aluminum soffit and fascia

32"x63"
32"x36"

32"x48"32"x63"
32"x48" 32"x48"

Fireplace vent

Roof vents within 3' from the ridge, 
min. area of venting at ridge = 5 s.f., 
total min. vent area = 11 s.f.

See Section 1 - Callout 2 for venting detail

LP Smartside lap siding

4' - 11 1/4"

1' - 0"

Elec. service

Asphalt shingles

Aluminum soffit and fascia

40"x63" 80"x63" 80"x63"

36"x48" wdw 36"x48" wdw

LP Smartside lap siding
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LP Smartside siding

Aluminum soffit 
and fascia

Can lights in overhang 
above porch to be used 
for stair illumination

4' - 0"
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" Stair = 3 r. @ 7 11/16"+/-, 2 t. @ 10" w/1" overhang

Cont. graspable handrail for 
full length of stair @ 3' high
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72"x20"

36"x82"

Overhead sconce light  to be 
used for stair illumination

Stair = 3 r. @ 7 11/16"+/-, 
2 t. @ 10" w/1" overhang

Cont. graspable handrail for 
full length of stair @ 3' high
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4' - 6"

LP Smartside lap siding
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1 1/2" round gripable 
handrail @ 3' high - anchor 
to structure as required
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2- 5 1/2" Ledgerloks @ 16" oc

Metal flashing

Siding

2x8 Ledger

2x8 joists @ 16" oc

Metal hangers

Trex Transcends 
composite decking

Floor trusses

ICF foundation

Maintain 6'-10" or more head 
height clearence above stair 
and landings

Concrete pier

Anchor bolt

Post anchor

55' - 0" Braced wall line

5' - 4" 4' - 0" 16' - 0" 4' - 0" 18' - 4" 2' - 8" 4' - 8"

Braced wall panel Braced wall panel

- Use continous sheathing method CS-WSP
- Braced wall panels fastened 6" oc edges, 
12" oc field
- Walls are 8'-1 1/8" tall
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55' - 0" Braced wall line

8' - 0" 4' - 0" 20' - 0" 4' - 0" 15' - 0" 4' - 0"

Braced wall panel Braced wall panel
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800 lbs capacity hold down fastened to 
the edge of the braced wall panel 
closest to the corner and to the 
foundation or floor framing below at 
locations shown per R602.10.7 and 
figure R602.10.7

800 lbs capacity 
hold down (end 
condition 5)

800 lbs capacity 
hold down (end 
condition 5)

800 lbs capacity hold down 
(end condition 5)
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Scale As indicated

A3

1/4" = 1'-0"
1

Garage East

1/4" = 1'-0"
2

Garage North

1/4" = 1'-0"
3

Garage South

1/4" = 1'-0"
4

Garage West

1/4" = 1'-0"
5

North

1/4" = 1'-0"
6

South

1/4" = 1'-0"
7

East
1/4" = 1'-0"

8
West

3/4" = 1'-0"
9

Section 8

1/8" = 1'-0"
10

Main Level Braced

No. Description Date
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