SUBJECT: Inspections on Barges used in the Construction Industry.

Purpose:

To set guidelines as to when barge inspections are to be made on construction sites.

Scope:

This instruction applies OSHA-wide.

References:

1926.106, Working Over or Near Water.
1926.605, Marine Operations and Equipment.

Cancellation:


Action:

A. When barges are used in the construction of bridges or waterside structures, along with actual construction on the fixed structures themselves, the activities on these barges are to be inspected along with the rest of the jobsite.
B. Barges, and long-shore duties connected with them, which are used for transport of freight or in supplying raw materials, are not to be considered in the inspection. Tugboats and their associated equipment will not be considered in the inspection.

C. Material handling equipment on construction barges such as cranes, hoists, jibs, etc. are to be included in the inspection. Personnel lifts on construction barges such as aerial lifts, scissor lifts, and elevated work platforms attached to forklifts, etc. are to be included in the inspection.

D. All standards under 1926.106 and 1926.605 are to be used.

James Krueger, Director
MNOSHA Compliance

Distribution: OSHA Compliance and WSC Director

NOTICE: Minnesota OSHA Directives are used exclusively by MNOSHA personnel to assist in the administration of the OSHA program and in the proper interpretation and application of occupational safety and health statutes, regulations, and standards. They are not legally binding declarations and they are subject to revision or deletion at any time without notice.